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	MODEL NOTATION

TAS-15

TAS-20

TAS-30

THP-60

TAS-85/87

THP-90/92

CHARACTERISTICS

LIGHT

LIGHT

MEDIUM

MEDIUM

HEAVY

HEAVY

Steered Axle

1750 Kg.

2500 Kg.

3700 Kg.

5675 Kg.

7650 Kg.

9520 Kg.

Weight  Until 

Max. Design Pressure
100 bar

100 bar

150 bar

175 bar

150 bar

175 bar

Output Torque at
1222 Nm.

1434 Nm.

2378 Nm.

5125 Nm.

7399 Nm.

8598 Nm.

Maximum Pressure (**)

 Efficiency
90%

90%

90%

93%

90%

93%

 

15,7:1

15,7:1

16,5:1

16,2:1

18,6:1

18,6:1

Gear Ratio(s) Constant
 

 

 

18,2:1

21:1

20,9:1

 

 

 

 

20,2:1

23,4:1

23,2:1

Output Travel
90°

90°

100°

100°

95°

95°

 

 

 

 

 

 

 (**)   torque estimated at  90% Efficiency.

Flow Rate: Theorical swept volume rate + Internal leakage.
Internal Leakage= predicted leakage at 50 % of the max. pressure rating of the gear.
Optional Features:





* Integral relief valve:100/130/150 bar
* Auxiliary Cylinder Ports.

* Right and left hand rotation.


* Automatic end-of-lock unloader valves.
* Dual Circuit Valves.

              * Integrated Bevel Box, 90º


* External/Internal bleeding systems
* Right and left hand gear mounting





	Warning: technical data are not complete and they may change, please contact RCD for the drawings.


